
Haul off Caterpillars / Orugas de tiro

PIONEER MACHINERY

• Haul off caterpillar consisting in 2 flat type belts that 
press the cable through multiple pneumatic pressing 
shoes.

• Design for extrusion, taping or laying up lines.

• Optionally (and depending on the maximum cable size) 
the caterpillar can be equipped with a dual wheel type 
length counter or belt type length counter, being the 
counter itself a digital type with 5 digits plus proximity 
sensor.

• Oruga de tiro, equipada con 2 correas planas que 
presionan el cable a través de unos pistones neumáticos  
y zapatas compuestas por rodamientos cilindricos.

• Diseño específico para lineas de extrusión, encintado o 
reunidoras.

• Opcionalmente (y dependiendo del tamaño máximo de 
cable) la oruga se puede equipar con contador de metraje 
digital de doble rueda o por correas. El contador de 
metraje en si consta de 5 dígitos y sensor de proximidad.

EN ES

Belt Type Haul Off Caterpillar
Oruga de tiro por correa

Model / Modelo

Pulling force / Fuerza de tiro [kg]

Catching belt width / Ancho de cinta [mm]

No. Pressing shoes / No. Zapatas de presión

 Cable Ø / Ø Cable [mm]

Max. Line speed / Velocidad max. [m/min]

   CB-75 CB-100 CB-150 CB-200 CB-250

100 100 120 160 160

3x2 4x2 6x2 8x2 10x2 

5-40 5-60 10-80 15-100 15-130

120-180 100-150 100-150 60-100 40-60

Belt tread / Paso correa [mm] 750 1000 1500 2000 2500

900 1250 1900 2600 3200

Motor power / Potencia motor [kW] 11-22 AC 15-30 AC 22-2x22 AC 22-2x22 AC 22-2x22 AC


